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Technical Data Sheet 
 

MICROLEX RM 1260 
 

Description: Microlex RM 1260 is a linear low density C4 polyethylene that is supplied in natural and/or coloured powder. 
The material contains UV and antioxidant additives. 

 

Marketing Name: Microlex RM 1260  
 
Application: Microlex RM 1260 is is indicated for rotational molding products ideal for medium complexity 
 
Made by: Gerbaldo Polimeri srl 

Strada del Collaretto 16 
12030 – Caramagna Piemonte (CN) – Italy 
Tel: +39-0172-89637 e-mail: info@gerbaldopolimeri.it 

 
 
 

Properties Unit ASTM Method Reference Values 

MFI (190°/2,16 Kg) g/10' ASTM D 1238 6 

Density (a 23°C) g/cm³ ASTM D 1505 0,936 

Tensile strength at yield MPa ASTM D 638 17 

Melting point ° C ASTM D 2117 126 

Vicat ° C ASTM D 1525 113 

Elongation at break % ASTM D 638 700 

Flexural modulus MPa ASTM D 790 650 

Izod Impact J/m ASTM D 256 50 

Hardness - ASTM D 2240 57 

ESCR @ 50°C Igepal 100% h ASTM D 1693 (B) 250 

Additives - - U.V./A.O. 

Att: the methods and reference values above are those given by the raw material producer 
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